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Metal / Nylon plug

Protection Level

The product is made of
High Quality Nylon PAG6
Working teémperature
-40°C~+100,C

high strength Short time up to + 120 °C

Working temperature-40° _C ~ + 100° C
Short time up to + 120 ° C

Made of excellent brass nickel plating

Beautiful appearance, compact structure,
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@ Material : made of PVC, fireproof grade 94V-0
28/5000
@® Color ; Blue: Order number example: Dj6én.

Technical Specification Unit: mm
DJ6N 6
DJ8N 8
DJ10N 10
DJ12N 12 100
DJ14N 14
DJ16N 16
DJ18N 18
DJ20N 20
DJ22N 22
DJ25N 25
DJ27N 27
50
DJ30N 30
DJ35N 35
DJ38N 38
DJ44N 44
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Rubber Insert Stopper C€

Single - hole Multi — hole

@ Product material : Made of EPDM h "

material. e ™

s — ~ A

@ Color category : black N ,
@ Installation method : The stopper o @ -

N N — 3 __j \ | \

is placed in the aperture, and then L Q / b

the pressing screw cap can be. — -— - A —

@ Scope of application : With SY cable

fixed head use. - : __
300w €=-C0

Qutside diameter/mm .
Length G mm | Packing/pcs
500

S-055A 116 5.5 8.5 18.1
S-070 137 6.8 10.5 18 500
S-092 155 9.2 12.7 17.8 500
S-105 17 105 14 18 200
§-120 155 12 12.5 185 200
S-140 17 14 14.4 185 200
S-158 22 157 18.8 175 200
S-178 22 175 18.8 19 100
s-215 28 215 25 18 100
S-245 28 245 25 18 100
S-280 32 28 30 21 100
S-306 36 30.6 325 205 50
S-410 46 41 43 195 50

SM-024 4 25 14 2000
SM-030 45 29 9.7 2000
SM-034 4.4 35 15 2000
SM-050 6 5 14.5 1000
SM-060 7.3 6 15.3 1000
SM-070 8.6 7 15 500
SM-080 9.5 8 16 500
SM-090 105 9 15 500
SM-100 115 10 15 200
SM-100 115 10 15 200

iP5l FAR Jiaxing Shengyang Electric Co., Ltd




H/IAccessonieshe i A
TN

@ Material: made of nylon PA66 approved by UL.

® Working temperature: —-40C~+100°C , Shorttime can be
achieved +1207C.

@ Product features: for the preparation of the hole in excess

of Kong Saiping, Make the product beautiful, can be water—
proof, acid and alkali, grease and other general solvent.

@ Color: Black (B), gray (G).Order number is G-M12-G and
so on.

@ Waterproof grade: no gasket IP67 installing gasket IP68

@ Applicable methods: 1: corresponding to the teeth on the

device, with a word type screwdriver can be rotated to tighten.

2:The corresponding equipment is suitable for the opening ;-_ - & -~
and the aperture, and is fixed on the opening with the nylon & "7? : _ 719
fixed nut and the waterproof rubber pad. 1 ﬂ 1
® Ordering instructions: The picture is a complete set, ordering N A __‘J‘[
G for stuffing, L for nut, W for gasket. Example: M12 Black Cover
G-M12B.
g _;_\ -
% 0@
- o
Technical Specification Unit: mm

Order No. Packing

12 15 8.5

M12X1.5 G- Mi2 100
M16 X 1.5 G- M16 16 18.5 7.8 100
M20 X 1.5 G - M20 20 25 9 100
M25 X 1.5 G - M25 25 30 11 100
M M32X1.5 G - M32 32 37.5 11 50
M40 X 1.5 G - M40 40 44.5 10.5 50
M50 X 1.5 G - M50 50 56 13 10
M63 X 1.5 G - M63 63 67 13.8 10
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Nylon Stop Plug C€

Technical Specification Unit: mm

Size :
Order No. _ Packing
8

PG 7 G-P7 1255 15 100

PG 9 G- P9 15.2 19 8.5 100

PG 11 G- P11 18.6 22 8.8 100

PG 13.5 G-P135 20.4 24.5 8.8 100

PG 16 G- P16 225 57 10.5 100

= PG 21 G - P21 28.3 325 10.5 100
PG 29 G- P29 37 435 10.5 50

PG 36 G- P36 47 54.5 13 50

PG 42 G- P42 54 62 13 10

PG 48 G- P48 59.3 69 14 10

1/4 G-Gi3 13.16 17 9.5 100

3/8 G-Gi7 16.66 21 10 100

1/2 G - G21 20.95 27 11 100

@ 3/4 G- G26 26.44 32.8 11 100
1 G-G33 33.25 40 11 50

11/4 G- G42 419 50 10.5 50
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@ Material: made of excellent brass nickel plated, beautiful

appearance, knot Compact structure and high strength.

® Working temperature: —-40 C ~100°C, Short time can be
achieved +120C.

® Product features: for the preparation of the hole in excess
of Kong Saiping, so that the United States and the United
StatesView, can be waterproof, acid and alkali, grease and
other general solvent.

@ Color: metal. Order number is CCG-M12, etc.

@ Suitable method: 1: corresponding to the teeth on the device,

with a word type screwdriver can be rotated to tighten.2.The - w =
corresponding equipment is suitable for the opening and the VL7772 i T
aperture, and is fixed on the opening with the nylon fixed nut and HL U | I : ¢
the waterproof rubber pad. ‘ A -

® Waterproof grade: No gasket IP65 when the form plate is
flat,add gasket IP68.
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Technical Specification Unit: mm

Order No. Packing

12 14 6

M12X 1.5 CCG - M12 100
M16 X 1.5 CCG - M16 16 18 8 100
M20X 1.5 CCG - M20 20 22 8 100
M25 X 1.5 CCG - M25 25 28 9 50
M M30X2 CCG - M30 30 34 11 50
M32X1.5 CCG - M32 32 36 11 50
M40X1.5 CCG - M40 40 45 11 50
M50 X 1.5 CCG - M50 50 55 13 10
M63 X 1.5 CCG - M63 63 67 14 10
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Metal Stop Plug C€E \/RoHs

Technical Specification Unit: mm
Order No. Packing
Black (B), gray (G) m C mm Pcs
PG 7 CCG - P7 12.5 14 6 100
PG 9 CCG - PG9 15.2 18 8 100
PG 11 CCG - PG11 18.6 20 8 100
PG 13.5 CCG - PG13.5 20.4 22 8 100
PG 16 CCG - PG16 225 24 9 100
= PG 21 CCG - PG21 28.3 30 10 100
PG 29 CCG - PG29 37 40 11 50
PG 36 CCG - PG36 47 50 13 50
PG 42 CCG - PG42 54 58 13 10
PG 48 CCG - PG48 59.3 64 14 10
1/4 CCG - G13 13.16 17 6 100
3/8 CCG - G17 16.66 18 7 100
1/2 CCG - G21 20.95 22 8 100
@ 3/4 CCG - G26 26.44 30 10 100
1 CCG - G33 33.25 36 10 50
11/4 CCG - G42 419 45 12 50
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@ Material: made of UL APPROVED NYLON PAG6(fire rating
UL94Vv-2).

@ Color: Black (B) , Gray (G) , blue (N) , red (R) , white (W)
please add letters after the products, such as: L-M8-B,
black, L-M8-G gray, L-M8-R red, etc.

@ Waterproof grade: No gasket IP67 add gasket IP68

Technical Specification Unit: mm
Thread _ _
Metric Standard
L-M12-G L-M12-B M12*1.5 5 17.5 1000
L-M16-G L-M16-B M16*1.5 5 22 1000
L-M18-G L-M18-B M18*1.5 5 24 500
L-M20-G L-M20-B M20*1.5 5.5 26.4 500
L-M22-G L-M22-B M22*1.5 6 295 500
L-M25-G L-M25-B M25*1.5 6 325 500
L-M27-G L-M27-B M27*1.5 6 36 500
L-M32-G L-M32-B M32*1.5 7 38.4 400
L-M40-G L-M40-B M40*1.5 7 495 300
L-M50-G L-M50-B M50*1.5 7 59.5 200
L-M63-G L-M63-B M63*1.5 8 72.4 100
German Standard
L-PG7-G L-PG7-B PG7 5 17.5 1000
L-PG9-G L-PG9-B PG 5 22 1000
L-PG11-G L-PG11-B PG11 5 235 500
L-PG13.5-G L-PG13.5-B PG13.5 5.5 26.5 500
L-PG16-G L-PG16-B PG16 6 295 500
L-PG21-G L-PG21-B PG21 6.5 35.5 500
L-PG29-G L-PG29-B PG29 7 455 400
L-PG36-G L-PG36-B PG36 7 57.5 200
L-PG42-G L-PG42-B PG42 7 64 100
L-PG48-G L-PG48-B PG48 7 69 100
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Metal Lock Nut C€

@ Material: made of nickel-plated Copper Alloy. =
® Thread Size: Metric thread M, German thread PG, British
thread G.

Technical Specification Unit: mm

M6 X 1 CCL-M6 22 10 10
M8 X 1.25 CCL-M8 2o 1 10
M10 X 1.5 CCL-M10 22 12 10
M12 X 1.5 CCL-M12 25 14 10
M16 X 1.5 CCL-M16 3 18 10
M20 X 1.5 CCL-M2 3 22 10
M25 X 1.5 CCL-M25 3 27 10
M M32 X 1.5 CCL-M32 35 36 10
M40 X 1.5 CCL-M40 45 45 5

M50 X 1.5 CCL-M50 5 54 5

M63 X 1.5 CCL-M63 6 68 5

M75 X 2 CCL-M75 6 81 1

M90 X 2 CCL-M90 8 94 1

M100 X 2 CCL-M100 8 108 1
PG 7 CCL-P7 25 14 10
PG 9 CCL-P9 238 18 10
PG 11 CCL-P11 3 20 10
P PG 13.5 CCL-P135 3 22 10
G PG 16 CCL-P16 3 24 10
PG 21 CCL-P21 33 31 10
PG 29 CCL-P29 4 40 10

PG 36 CCL-P36 5 51 5
1/4 CCL-G13 3 15 10
3/8 CCL-G17 3 18 10
1/2 CCL-G21 3 23 10
3/4 CCL-G26 35 30 10
(F?F) 1 CCL-G33 35 36 10
11/4 CCL-G42 5 45 5

11/2 CCL-G48 5 51 2

2 CCL-G60 6 64 2

21/2 CCL-G75 7 81 1
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