UL nylon wave tul

_

A CE P58

Anti-torsion, High mechanical strength,
Acid and alkali resistant, Friction resistant,
Halogen—-free

Erl\/laterial: Nylon PA6
IfrCoIor: Black/Grey, can be customized
ErWorking Temperature: -40C ~ 105C
Er Fire Rating: UL94VO0

Applications: Automation equipment/EMU

/Metro vehicles/Lighting equipment
L a4

/Aviation equipment, etc. i
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UL Nylon Corrugated Conduits s CE [\/BoHs|

® Material : Nylon PA6

® Color : Black/Grey, can be customized

® Working Temperature : —40C ~ 105C, (short time
1807C)

® Fire Rating : UL94V-0

® Product Features : The product is flexible and halogen
free featuring high tenacity, torsion resistant and high
tensile strength. It can withstand heavy loads,and resis—

tant to acid, cutting fluid, lubricating oil, coolant, etc., The
surface is glossy, abrasion-resistant, and UV-resistant.

® Applications : Electrical insulation protection, automa-

tion equipment, EMUs, subway vehicles, electric locomo—

tives, lighting equipment, aviation equipment, also suitable
for Repetitive work venues and production lines. —
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Technical Specification Unit: mm
JAR-PA-AD10.0 1/4" 100
JAR-PA-AD13.0 5/16" 10 13 20 100
JAR-PA-AD15.8 3/8" 12 15.8 30 100
JAR-PA-AD18.5 147 185 40 100
JAR-PA-AD21.2 1/2" 17 21.2 45 100
JAR-PA-AD25.0 20 25 45 50
JAR-PA-AD28 5 3/4" 23 285 50 50
JAR-PA-AD34.5 iI- 29 345 60 50
JAR-PA-AD425 1 1/4" 36 425 70 50
JAR-PA-AD54 5 2" 48 545 90 25

st Jiaxing Shengyang Electric Co., Ltd
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® Material : Nylon PA6

® Color : Black/Grey, can be customized

® Working Temperature : -40C ~ 105TC

® Fire Rating : V2 (UL94)

® Certification : CE, REACH, ROHS 5510.

@ Installation Instruction : Insert the wire cable into the

conduits, then connect the conduits with matching size
connector.

Technical Specification Unit: mm
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PA-AD8.0 5.5 8 16 200
PA-AD10.0 1/4" 6.6 10 16 100
PA-AD11.6 8.5 115 16 100
PA-AD13.0 5/16" 10 13 20 100
PA-AD15.8 3/8" 12 15.8 30 100
PA-AD18.5 14.7 18.5 40 100
PA-AD21.2 1/2" 17 21.2 45 100
PA-AD25.0 20 25 45 50
PA-AD28.5 a/4" 23 285 50 50
PA-AD34.5 1" 29 345 60 50
PA-AD42.5 11/4" 36 425 70 50
PA-AD54.5 2" 48 54.5 920 25
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PA6 ROHS VO Nylon Corrugated

Conduits C€ [IP5

® Material : Nylon PA6

® Color : Black/Grey, can be customized

® Working Temperature ; —40TC ~ 105, (short time 1507C)

® Fire Rating : VO (UL94)

® Certification : CE, REACH, ROHS 5510.

® Installation Instruction : Insert the wire cable into the
conduits, then connect the conduits with matching size

connector.

Technical Specification Unit: mm

—
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PA-AD8.0-V0
PA-AD10.0-V0 1/4" 6.6 10 16 100
PA-AD11.6-V0 8.5 11.5 16 100
PA-AD13.0-V0 5/16" 10 13 20 100
PA-AD15.8-V0 3/8" 12 15.8 30 100
PA-AD18.5-V0 14.7 18.5 40 100
PA-AD21.2-V0 1/2" 17 21.2 45 100
PA-AD25.0-V0 20 25 45 50
PA-AD28.5-V0 3/4" 23 28.5 50 50
PA-AD34.5-V0 1" 29 34.5 60 50
PA-AD42.5-V0 11/4" 36 425 70 50
PA-AD54.5-V0 2" 48 54.5 90 25

st Jiaxing Shengyang Electric Co., Ltd
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® Material : Nylon PA6

® Color : Orange, can be customized

® Working Temperature ; —40TC ~ 105C, (short time 1507C)
® Fire Rating : VO (UL94)

® Certification : CE, REACH, ROHS 5510.

® Installation Instruction : Insert the wire cable into the

conduits, then connect the conduits with matching size

connector.
c 7R
Technical Specification Unit: mm
—
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PA-AD8.0-V0-R
PA-AD10.0-VO-R 1/4" 6.6 10 16 100
PA-AD11.6-VO-R 8.5 1.5 16 100
PA-AD13.0-VO-R 5/16" 10 13 20 100
PA-AD15.8-VO-R 3/8" 12 15.8 30 100
PA-AD18.5-V0-R 14.7 18.5 40 100
PA-AD21.2-VO-R 1/2" 17 21.2 45 100
PA-AD25.0-VO-R 20 25 45 50
PA-AD28.5-V0-R 3/4" 23 28.5 50 50
PA-AD34.5-VO-R 1" 29 34.5 60 50
PA-AD42.5-VO-R 11/4" 36 42,5 70 50
PA-AD54.5-VO-R or 48 54.5 90 25
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