
Antistatic PVC coating

New Stainless Steel braiding
Stainless steel knitting

Metal braiding tube

High-temperature splash, explosion-proof anti-wear
Provide good mechanical protection and 
waterproof function

Application area

1. Industrial Machinery and Equipment Wire and cable 

protection;

2. Especially suitable for dangerous wet environment; 

3. Communication Equipment Wire Safety Protection, 

anti-interference shielding effect; 

4. Inflammable and explosive dangerous places such 

as metallurgy, chemical industry and public equipment.

5. High anti-corrosion, high temperature metal splash 

environment.
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UL Metal Flexible Conduit
Compliant6 8

Internal diameter Outside diameter Length of package
 (m/volume)

Model number

U-FP-12

U-FP-15

U-FP-20

U-FP-25

U-FP-32

U-FP-38

U-FP-51

U-FP-64

U-FP-75

U-FP-89

U-FP-100

Specifications

3/8”

1/2”

3/4”

1”

1-1/4”

1-1/2”

2”

2-1/2”

3”

3-1/2”

4”

minimum minimum

12.3

15.8

20.8

26.4

35.1

40.0

51.3

63.0

78.0

88.9

101.6

maximum maximum

12.8

16.3

21.3

27.1

35.8

40.6

51.9

63.6

78.7

89.9

102.6

18.0

21.3

26.7

33.4

42.2

48.3

60.3

73.0

88.9

101.6

114.3

17.5

20.8

26.2

32.8

41.4

47.4

59.4

72.1

87.9

100.6

113.3

Static bending
radius mm

Dynamic bending
radius

50.8

82.6

108.0

165.1

203.2

228.6

279.4

374.7

444.5

508.0

609.6

101.6

127

152.4

304.8

381

431.8

558.8

762

914.4

1092.2

1320.8

NEW 

 

 

 

 

Product Material ：PVC coating, internal galvanized steel 

strip

Pooduct Color ：black, gray

Protection grade ：IP65

Working temperature ：normal temperature environ-

ment-55 °C ~ 105 °C  

Use ：automobile, subway, train, aerospace, machinery 

and other wire harness cable strong and tough security 

protection role; The requirement of High Flexibility Cable 

Protection Pipe in warm environment; mainly used for 

outdoor cable protection.

Product features ：Oil and Chemical Corrosion Resis-

tance, easy to clean; Flame Resistance: self-extinguishing; 

UV Resistance, anti-aging; structure is buckle type, 

increase tensile strength, not easy to break or deformation; 

standard color is black, other colors can be customized; 

surface has luster, the inner wall is smooth, without burr, 

IP68 protection grade can be achieved by using connector.

Unit: mmTechnical Specification
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Product Material ：Outer PVC material, internal galva-

nized steel strip

Pooduct Color ：black, gray

Product characteristics ：surface PVC aging resistance, 

anti-uv; internal steel strip with super corrosion resistance, 

resistance to harsh working conditions, compression and 

tensile. Overall resistance to trampling, good bending 

performance.

Application ：Automotive, subway, train, aerospace, 

mechanical and other wire harness cable strong and tough 

security protection role.

Unit: mmTechnical Specification

Liquid Tight Metal Flexible 
Conduit

Model number Specifications Minimum inside
diameter mm

Minimum outside
diameter mm

Bending radius
mm

Packing length
MPitch

FP-10

FP-12

FP-15

FP-20

FP-25

FP-32

FP-38

FP-51

FP-64

1/4"

3/8"

1/2"

3/4"

1"

1 1/4"

1 1/2"

2"

2 1/2"

9.7

11.7

14.7

19.6

24.5

31.5

37.5

49.5

62.5

14.3

16.3

20.8

25.3

31.3

39

45.2

49.2

74.1

45

50

55

75

100

125

150

175

200

4.7

4.7

5.7

6.4

8.7

10.5

11.4

11.4

14.2

100

100

100

100

50

25

25

20

10

NEW
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Compliant6 8
PVC Coated SS304 
Flexible Conduit

 

 

 

 

 

Product Material ：PVC material, the inner layer is 304 

stainless steel

Product features ：PVC surface aging, anti-uv; internal 

stainless steel material with super corrosion resistance, 

withstand the harsh working environment, compression and 

tensile, and provide excellent shielding performance. Over-

all resistance to trampling, good bending performance.

Application ： 1. Automatic Instrument Signal Tube, Auto-

matic Instrument Wire Protection Tube; 2. Precision optical 

ruler line, industrial sensor, line protection tube for electronic 

equipment; 3. Safety Protection of Electric Circuit, thermal 

instrument capillary protection and inner support of 

hollow-core high-voltage Optical cable.

Certification ：In line with European Environmental 

Protection Rohs, REACH certification.

NEW

Model number
Specification marking Outside diameter mm

British system Metric system
Minimum inside
diameter mm BM

Packing 
specification

MPM

SPM-6

SPM-8

SPM-10

SPM-12

SPM-15

SPM-20

SPM-25

SPM-32

SPM-38

SPM-51

SPM-64

SPM-75

SPM-78

SPM-100

SPM-109

SPM-122

SPM-146

Φ6

Φ8

Φ10

Φ12

Φ15

Φ20

Φ25

Φ32

Φ38

Φ51

Φ64

Φ75

Φ78

Φ100

Φ110

Φ125

Φ150

5.9

7.9

9.9

11.5

14.7

19.8

24.8

31.5

37.5

50.5

63.5

74.5

77.5

99

109

122

146

8.30

10.50

12.80

14.70

18.00

23.50

28.50

36.30

43.00

57.00

71.50

82.00

88.00

110.00

119.50

133.5

158.5

9.3

11.5

13.8

15

19

24.3

29.3

37.6

44.2

58.6

74

86

90

113

122

135.5

161.5

200

100

100

50

50

50

50

50

50

20

20

10

10

10

10

5

5

3/16"

1/4"

5/16"

3/8"

1/2"

3/4"

1"

1-1/4"

1-1/2"

2"

2-1/2"

3"

4"

5"

6"

Unit: mmTechnical Specification
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6 8Metal Flexible GI Conduit 

 

 

 

 

 

Product type ：Type BM bare metal hose and PM type 

plastic metal hose (stainless steel casing and preparation)

Characteristics：1.BM hose type is generic products of low 

cost and fastening structure of square, made of galvanized 

iron, excellent supple, not waterproof, the product wide-

lyPan should be used in construction, machinery and other 

industries.

2.PM type hose is a BM type hose as the tube core, the 

surface cover cable PVC material, As its light weight, good 

softness, easy installation, and equipment and tools such as 

mechanical connection, oil, Water, etc., are widely used in 

electricity, chemicals, metallurgy, machinery and other 

industrieseasy to install, with equipment and toolsMachinery 

and other industries. Supply color: gray, black, can be in 

accordance with customer demand for the development of 

PVC production.

Unit: mmTechnical Specification

Specifications Table Note Minimum internal
diameter mm

Outside diameter Packing length
MMetric BM PMInch

3/16"
1/4"
5/16"

2"
2-1/2"

5"
6"

3/8"

1/2"

3/4"

1"

1-1/4"

1-1/2"

3"

4"

Φ6
Φ8
Φ10
Φ12
Φ13
Φ15
Φ16
Φ20
Φ21
Φ25
Φ26
Φ32
Φ35
Φ38
Φ40
Φ51
Φ64
Φ75
Φ78
Φ100
Φ110
Φ125
Φ150

5.9
7.9
9.9

11.5
12.5
14.7
15.7
19.8
20.8
24.8
25.8
31.5
34.8
37.5
39.8
50.5
63.5
74.5
77.5
99

109
122
146

8.30
10.50
12.80
14.70
15.30
18.00
19.00
23.50
24.50
28.50
29.40
36.30
39.50
43.00
44.50
57.00
71.50
82.00
88.00

110.00
119.50
133.5
158.5

9.3
11.5
13.8
15

16.1
19

19.8
24.3
25.3
29.3
30.5
37.6
40.5
44.2
46

58.6
74
86
90

113
122

135.5
161.5

200
100
100
50
50
50
50
50
50
50
50
50
50
50
50
20
20
10
10
10
10
5
5
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Compliant6 8
Braided Metal Flexible 
Conduit

 

 

 

 

 

Product Material ：Stainless Steel 304 braided net, the 

middle layer is PVC, the inner layer is galvanized steel (can 

be customized 304 stainless steel)

Product Features ：Inner Tube is anti-static PVC coated 

stainless steel hose, providing good mechanical protection 

and water-proof function; Outer Tube is stainless steel 

woven net, with good flexibility, pressure-proof, explo-

sion-proof and abrasion-proof, anti-high temperature 

splash.

Operating temperature ：-40℃ ~ 125℃

Application ：1. Industrial Machinery and Equipment Wire 

and cable protection; 

2.Especially suitable for dangerous wet environment; 

3. Communication Equipment Wire Safety Protection, 

anti-interference shielding effect; 

4. Inflammable and explosive dangerous places such as 

metallurgy, chemical industry and public equipment.

5. High anti-corrosion, high temperature metal splash 

environment.

NEW

Model number Minimum inside
diameter mmSpecifications Maximum outside

diameter mm
Bending radius

mm
Packing length

M

BP-10

BP-12

BP-15

BP-20

BP-25

BP-32

BP-38

BP-51

BP-64

1/4"

3/8"

1/2"

3/4"

1"

1 1/4"

1 1/2"

2"

2 1/2"

9.7

11.7

14.7

19.6

24.5

31.5

37.5

49.5

62.5

16

18

21.7

27

33

40.7

48.2

61.2

76.1

70

80

107.5

120

130

150

165

240

325

100

100

100

100

50

25

25

20

10

Unit: mmTechnical Specification
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Compliant6 8
 Nylon Metal Conduit 

Connector

 

 

 

 

 

Thread Specification：Metric Teeth M, PG teeth, g teeth, can 

accept non-standard custom. Please call for details.

Product Material：Parts A, C, E and F are made of UL 

approved Nylon PA66(fire grade Ul 94V-2) , RoHs compliant.

Operating temperature：-40℃ ~ 105℃, short time up to 

120℃.

Product Color：Black (B) , Gray (G) , blue (N) , red (R) , white 

(W) , (color can be customized) , various colors please add 

letters after the product, such as: NU-M16-12B.

Application：Widely used in machine, automatic control, 

electric, network, connector, telecommunication or communi-

cation, lighting and other fields.

Product features：Excellent wear resistance and self-lubri-

cation, high mechanical strength, Heat Resistance, electrical 

insulation; Excellent Low temperature performance, good 

self-extinguishing chemical resistance, especially excellent oil 

resistance; water resistance, Dust Resistance, salt resistance, 

acid and Alkali resistance and general solvent.

NEW

Order type
Suitable for metal hose

PM Conduit BM Conduit Metric

M16

M20

M20

M25

M25

M32

M40

M50

M50

M50

M63

NU-M16-12

NU-M20-12

NU-M20-16

NU-M25-16

NU-M25-21

NU-M32-26

NU-M40-35

NU-M50-35

NU-M50-40

NU-M50-51

NU-M63-51

PM12-16.5

PM12-16.5

PM16-20

PM16-20

PM21-25.5

PM26-30.5

PM35-39.6

PM35-39.6

PM40-46.6

PM51-59.6

PM51-59.6

BM12-15.5

BM12-15.5

BM16-19

BM16-19

BM21-24.5

BM26-29.5

BM35-38

BM35-38

BM40

BM51-58

BM51-58

12

12

16

16

21

26

35

35

40

51

51

16

20

20

25

25

32

40

50

50

50

63

10

10

10

12

12

12

15

15

15

15

15

Outside
diameter
of thread
（mm）

Thread
Length

（mm）
Packing

Thread 
Type

Nylon hole
connector

Unit: mmTechnical Specification
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Compliant6 8
Nylon Metal Conduit 
Connector

PG11

PG16

PG16

PG21

PG29

PG36

PG48

G3/8

G1/2

G1/2

G3/4

G3/4

G1

G1-1/4

G1-1/2

G2

NU-PG11-12

NU-PG16-12

NU-PG16-16

NU-PG21-16

NU-PG29-26

NU-PG36-35

NU-PG48-51

NU-G3/8-12

NU-G1/2-12

NU-G1/2-16

NU-G3/4-16

NU-G3/4-21

NU-G1-26

NU-G1-1/4-35

NU-G1-1/2-38

NU-G2-51

PM12-16.5

PM12-16.5

PM16-20

PM16-20

PM26-30.5

PM35-39.6

PM51-59.6

PM12-16.5

PM12-16.5

PM16-20

PM16-20

PM21-25.5

PM26-30.5

PM35-39.6

PM38-46.6

PM51-59.6

BM12-15.5

BM12-15.5

BM16-19

BM16-19

BM26-29.5

BM35-38

BM51-58

BM12-15.5

BM12-15.5

BM16-19

BM16-19

BM21-24.5

BM26-29.5

BM35-38

BM38-45

BM51-58

12

12

12

16

26

35

51

12

12

16

16

21

26

35

38

51

18.6

22.5

22.5

28.3

37

47

59.3

16.66

20.96

20.96

26.44

26.44

33.3

41.91

47.8

59.61

10

10

10

10

15

15

15

10

10

10

10

10

15

15

15

15

Item No.
Matching Conduit Size

PM Conduit BM Conduit Metric

Thread
Length

（mm）
PackageThread 

Type
Nylon hole
connector

Unit: mmTechnical Specification

S
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of thread
（mm）



www.wiring-leader.com 158

Metal Flexible Conduits & Connectors

Compliant6 8
 Aluminium Metal Conduit 

Connector

 

 

 

 

 

Thread Specification：Metric thread, PG thread, g thread, can 

accept non-standard custom. Please call for details.

Product Material：A, C, G parts made of excellent aluminum 

alloy color oxidation, B, D, F parts made of silicone rubber, e parts 

made of high-quality iron sheet die-casting, ROHS.

Operating temperature：-40℃ ~ 105℃, short time up to 120℃.

Product Color：Silver White (can be customized color)

Application：widely used in machine, automatic control, electric, 

network, connector, telecommunication or communication, lighting 

and other fields.

Product features：1) Aluminum Alloy outer surface oxidation 

process, super long salt spray up to 300 hours above

2) select high-quality aluminum alloy raw materials, hardness up 

to 88HB, yield strength 240Mpa

3) lightweight design concept, performance-to-price Ratio Ultra 

High .

4) and box material quality consistent, do not produce potential 

corrosion.

5) in the specified size range, and the use of o-ring seal, water-

proof grade up to IP67(must be equipped with the central metal 

hose)

NEW

Order type
Suitable for metal hose

PM Conduit BM Conduit Metric

M16

M20

M20

M25

M25

M32

M40

M50

M50

M50

M63

LU-M16-12

LU-M20-12

LU-M20-16

LU-M25-16

LU-M25-21

LU-M32-26

LU-M40-32

LU-M50-32

LU-M50-38

LU-M50-51

LU-M63-51

PM12-16.5

PM12-16.5

PM16-20

PM16-20

PM21-25.5

PM26-30.5

PM32-39.6

PM32-39.6

PM38-46.6

PM51-59.6

PM51-59.6

BM12-15.5

BM12-15.5

BM16-19

BM16-19

BM21-24.5

BM26-29.5

BM32-38

BM32-38

BM38-45

BM51-58

BM51-58

12

12

16

16

21

26

32

32

38

51

51

16

20

20

25

25

32

40

50

50

50

63

10

10

10

12

12

12

15

15

15

15

15

Outside
diameter
of thread
（mm）

Thread
Length

（mm）
Packing

Thread 
Type

Nylon hole
connector

Unit: mmTechnical Specification
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Metal Flexible Conduits & Connectors

Compliant6 8
Aluminium Metal Conduit 
Connector

PG11 

PG16

PG16

PG21

PG29

PG36

PG48

G3/8

G1/2

G1/2

G3/4

G3/4

G1

G1-1/4

G1-1/2

G2

LU-PG11-12

LU-PG16-12

LU-PG16-16

LU-PG21-16

LU-PG29-26

LU-PG36-32

LU-PG48-51

LU-G3/8-12

LU-G1/2-12

LU-G1/2-16

LU-G3/4-16

LU-G3/4-21

LU-G1-26

LU-G1-1/4-32

LU-G1-1/2-38

LU-G2-51

PM12-16.5

PM12-16.5

PM16-20

PM16-20

PM26-30.5

PM32-39.6

PM51-59.6

PM12-16.5

PM12-16.5

PM16-20

PM16-20

PM21-25.5

PM26-30.5

PM32-39.6

PM38-46.6

PM51-59.6

BM12-15.5

BM12-15.5

BM16-19

BM16-19

BM26-29.5

BM32-38

BM51-58

BM12-15.5

BM12-15.5

BM16-19

BM16-19

BM21-24.5

BM26-29.5

BM32-38

BM38-45

BM51-58

12

12

12

16

26

32

51

12

12

16

16

21

26

32

38

51

18.6

22.5

22.5

28.3

37

47

59.3

16.66

20.96

20.96

26.44

26.44

33.3

41.91

47.8

59.61

10

10

10

10

15

15

15

10

10

10

10

10

15

15

15

15

Item No.
Matching Conduit Size

PM Conduit BM Conduit Metric
PackageThread 

Type
Nylon hole
connector

Unit: mmTechnical Specification
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Stainless steel flexible 
conduit connectorB

 

 

 

 

 

Thread type ：Metric/PG/G. Non-standard customization 

accepted. Welcome to inquire for more information.

Material ：A/C/F parts are made from fine stainless steel. 

While B adopts quality silicone rubber, D part is made from 

high class cast iron sheet, and E part is NBR rubber. 

Working temperature ：-40℃～105℃，short time 120℃

Color ：Metallic

Application ：The product is widely used in the field of 

machinery, automation control, electricity, network, connec-

tor, Telecom, lighting and so on.

Product description ：The product has good features 

including good corrosion resistance and heat resistance 

property, high low temperature strength and mechanical 

strength. It’s also beautifully designed, tightly structured, 

and made with strong tensile strength. The interlocking 

design of the shroud and conduits makes it easy to assemble 

and strong in pull strength. It’s not only water proof, but 

also resistant to dust, salt, weak acid, alcohol, oil and other 

general solvent.

Item No.
Matching Conduit Size

PM Conduit BM Conduit Metric

M16

M20

M20

M25

M25

M25

M40

M50

M50

M50

M63

CSC-M16-12-SS

CSC-M20-12-SS

CSC-M20-15-SS

CSC-M25-15-SS

CSC-M25-20-SS

CSC-M25-25-SS

CSC-M40-32-SS

CSC-M50-32-SS

CSC-M50-38-SS

CSC-M50-51-SS

CSC-M63-51-SS

PM12-16.5

PM12-16.5

PM16-20

PM16-20

PM21-25.5

PM26-30.5

PM32-39.6

PM32-39.6

PM38-46.6

PM51-59.6

PM51-59.6

BM12-15.5

BM12-15.5

BM16-19

BM16-19

BM21-24.5

BM26-29.5

BM32-38

BM32-38

BM38-45

BM51-58

BM51-58

12

12

16

16

21

26

32

32

38

51

51

16

20

20

25

25

32

40

50

50

50

63

10

10

10

12

12

12

15

15

15

15

15

Thread
Diameter
（mm）

Thread
Length

（mm）
PackageThread 

Type
Nylon hole
connector

Compliant6 8

NEW

Unit: mmTechnical Specification
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Stainless steel flexible 
conduit connectorB

PG11 

PG16

PG16

PG21

PG29

PG36

PG48

G3/8

G1/2

G1/2

G3/4

G3/4

G1

G1-1/4

G1-1/2

G2

CSC-PG11-12-SS

CSC-PG16-12-SS

CSC-PG16-16-SS

CSC-PG21-16-SS

CSC-PG29-26-SS

CSC-PG36-32-SS

CSC-PG48-51-SS

CSC-G3/8-12-SS

CSC-G1/2-12-SS

CSC-G1/2-16-SS

CSC-G3/4-16-SS

CSC-G3/4-21-SS

CSC-G1-26-SS

CSC-G1-1/4-32-SS

CSC-G1-1/2-38-SS

CSC-G2-51-SS

PM12-16.5

PM12-16.5

PM16-20

PM16-20

PM26-30.5

PM32-39.6

PM51-59.6

PM12-16.5

PM12-16.5

PM16-20

PM16-20

PM21-25.5

PM26-30.5

PM32-39.6

PM38-46.6

PM51-59.6

BM12-15.5

BM12-15.5

BM16-19

BM16-19

BM26-29.5

BM32-38

BM51-58

BM12-15.5

BM12-15.5

BM16-19

BM16-19

BM21-24.5

BM26-29.5

BM32-38

BM38-45

BM51-58

12

12

12

16

26

32

51

12

12

16

16

21

26

32

38

51

18.6

22.5

22.5

28.3

37

47

59.3

16.66

20.96

20.96

26.44

26.44

33.3

41.91

47.8

59.61

10

10

10

10

15

15

15

10

10

10

10

10

15

15

15

15

Compliant6 8

Item No.
Matching Conduit Size

PM Conduit BM Conduit Metric

Thread
Diameter
（mm）

Thread
Length

（mm）
PackageThread 

Type
Nylon hole
connector

Unit: mmTechnical Specification

S
iz
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G
er

m
an

 (
P

G
) 
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B

rit
is

h 
th

re
ad

 (
G

)



www.wiring-leader.com 162

Metal Flexible Conduits & Connectors

Nickel Plated Brass 
Metal Conduit Connector

 

 

 

 

 

Thread specification ：Metric Thread, PG Thread, g 

thread, can accept non-standard custom. Please call for 

details.

Product material ：Part A, C, F is made of excellent plated 

nickel, part B is made of silicone rubber, part D is made of 

high-quality iron sheet die-casting, part e is made of NBR.

Operating temperature ：-40℃ ~ 105℃, short time up to 

120℃.

Product Color ：Silvery White.

Application ：widely used in machine, automatic control, 

electric, network, connector, telecommunication or commu-

nication, lighting and other fields.

Product features ：Beautiful appearance, compact struc-

ture, high strength, copper nickel plating material with 

anti-corrosion function; hose Sheath Design and hose 

fastening design, easy and fast assembly, strong tensile 

force; waterproof, dust-proof, salt-resistant, aCID and Alkali 

resistance and general solvent.

Compliant6 8

NEW

M16

M20

M20

M25

M25

M32

M40

M50

M50

M50

M63

TU-M16-12

TU-M20-12

TU-M20-16

TU-M25-16

TU-M25-21

TU-M32-26

TU-M40-32

TU-M50-32

TU-M50-38

TU-M50-51

TU-M63-51

PM12-16.5

PM12-16.5

PM16-20

PM16-20

PM21-25.5

PM26-30.5

PM32-39.6

PM32-39.6

PM38-46.6

PM51-59.6

PM51-59.6

BM12-15.5

BM12-15.5

BM16-19

BM16-19

BM21-24.5

BM26-29.5

BM32-38

BM32-38

BM38-45

BM51-58

BM51-58

12

12

16

16

21

26

32

32

38

51

51

16

20

20

25

25

32

40

50

50

50

63

10

10

10

12

12

12

15

15

15

15

15

Order type
Suitable for metal hose

PM Conduit BM Conduit Metric

Outside
diameter
of thread
（mm）

Thread
Length

（mm）
PackingThread 

Type

Copper plated
nickel hose
connector

Unit: mmTechnical Specification
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M
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Metal Flexible Conduits & Connectors

Nickel Plated Brass 
Metal Conduit Connector

Compliant6 8

PG11 

PG16

PG16

PG21

PG29

PG36

PG48

G3/8

G1/2

G1/2

G3/4

G3/4

G1

G1-1/4

G1-1/2

G2

TU-PG11-12

TU-PG16-12

TU-PG16-16

TU-PG21-16

TU-PG29-26

TU-PG36-32

TU-PG48-51

TU-G3/8-12

TU-G1/2-12

TU-G1/2-16

TU-G3/4-16

TU-G3/4-21

TU-G1-26

TU-G1-1/4-32

TU-G1-1/2-38

TU-G2-51

PM12-16.5

PM12-16.5

PM16-20

PM16-20

PM26-30.5

PM32-39.6

PM51-59.6

PM12-16.5

PM12-16.5

PM16-20

PM16-20

PM21-25.5

PM26-30.5

PM32-39.6

PM38-46.6

PM51-59.6

BM12-15.5

BM12-15.5

BM16-19

BM16-19

BM26-29.5

BM32-38

BM51-58

BM12-15.5

BM12-15.5

BM16-19

BM16-19

BM21-24.5

BM26-29.5

BM32-38

BM38-45

BM51-58

12

12

12

16

26

32

51

12

12

16

16

21

26

32

38

51

18.6

22.5

22.5

28.3

37

47

59.3

16.66

20.96

20.96

26.44

26.44

33.3

41.91

47.8

59.61

10

10

10

10

15

15

15

10

10

10

10

10

15

15

15

15

Order type
Suitable for metal hose

PM Conduit BM Conduit Metric

Outside
diameter
of thread
（mm）

Thread
Length

（mm）
PackingThread 

Type

Copper plated
nickel hose
connector

Unit: mmTechnical Specification

S
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m
an

 (
P

G
) 

th
re

ad
B

rit
is

h 
th

re
ad

 (
G

)



www.wiring-leader.com 164

Metal Flexible Conduits & Connectors

Male Metal Conduit 
Connector

Compliant6 8

 

 

 

 

 

Thread size：Metric thread, PG thread, G thread.

Product material：A.C.F parts are made of high quality zinc 

alloy, B.E using butyl rubber (NBR) is made, D is made of tin 

die-casting.

Product color：metallic color （silver white）

Working temperature：-40℃-100℃ Short-term up to 120℃.

Product features：1 Thick type zinc alloy plating hard chromium, 

beautiful appearance, close structure, high strength.    

2.The design of the flexible pipe sleeve and the design of the 

flexible tube is tightly connected with the design of the flexible 

pipe, which is easy to assemble, and has the advantage of 

saving time and convenience.    

3. Can be waterproof, dust, salt, acid and alkali and general 

solvent.  

4. In addition to the following standard specifications, accord-

ing to the requirements of any change in the size and the size 

of the thread.

Note：the product with waterproof gasket, need to be 

purchased. Acceptable order.

CSC-M14-06

CSC-M16-08

CSC-M16-10

CSC-M20-12

CSC-M20-15

CSC-M24-15

CSC-M27-20

CSC-M30-20

CSC-M33-25

CSC-M36-25

CSC-M42-32

M14x1.5

M16x1.5

M16x1.5

M20x1.5

M20x1.5

M24x1.5

M27x2.0

M30x2.0

M33x2.0

M36x2.0

M42x2.0

PM6-9

PM8-11.8

PM10-14.5

PM12-16.5

PM15-20.5

PM15-20.5

PM20-24.5

PM20-24.5

PM25-31.7

PM25-31.7

PM32-39.6

BM6-8.2

BM8-11

BM10-13.5

BM12-15.5

BM15-19

BM15-19

BM20-24.3

BM20-24.3

BM25-30.3

BM25-30.3

BM32-38

6

8

10

12

15

15

20

20

25

25

32

14

16

16

20

20

24

27

30

33

36

42

8

8

8

11

12

12

15

13

14

14

16

Supporting metal hose

PM Hose BM Hose Metric

Outside 
Diameter
O.D.D1

Thread
Length

L1
PackingThread

specification
Item NO.

Unit: mmTechnical Specification

100

50
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CSC-M48-32

CSC-M48-38

CSC-M60-38

CSC-M60-51

CSC-M72-51

CSC-M75-51

CSC-M76-64

CSC-M88-75

CSC-M114-100

CSC-M140-125

CSC-M164-150

M48x2.0

M48x2.0

M60x2.0

M60x2.0

M72x2.0

M75x2.0

M76x2.0

M88x2.0

M114x2.0

M140x2.0

M164x2.0

PM32-39.6

PM38-46.6

PM38-46.6

PM51-59.6

PM51-59.6

PM51-59.6

PM64-74

PM75-85

PM100-109

PM125-135.5

PM150-161.5

BM32-38

BM38-45

BM38-45

BM51-58

BM51-58

BM51-58

BM64-72.5

BM75-83.5

BM100-108.5

BM125-133.5

BM150-158.5

32

38

38

51

51

51

64

75

100

125

150

48

48

60

60

72

75

76

88

114

140

164

17

17

17

18

18

18

22

22

24

Supporting metal hose

PM Hose BM Hose Metric

Outside 
Diameter
O.D.D1

Thread
Length

L1
PackingThread

specification
Item NO.

Unit: mmTechnical Specification

10

2

Male Metal Conduit 
Connector

Compliant6 8
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Metal Flexible Conduits & Connectors

Female Metal Conduit 
Connector

Compliant6 8

 

 

 

 

 

Thread size：G （ PF）

Product material：C.F parts are made of high quality zinc 

alloy, E using butyl rubber (NBR) is made, D is made of tin 

die-casting.

Product color：metallic color （silver white）

Working temperature：-40℃-100℃ Short-term up to 120℃.

Product features： 1. The internal thread type is used for 

connecting the steel pipe with thread or the connecting piece 

with external thread.   2. In addition to the following standard 

specifications, according to the requirements of any change in 

the size and the size of the thread.

Supporting metal hose

PM Hose BM Hose Metric

Outside 
Diameter
O.D.D1

Thread
Length

L1
PackingThread

specification
Item NO.

Unit: mmTechnical Specification
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Metal Flexible Conduits & Connectors

Bite Type Metal Conduit 
Connector

Compliant6 8

 

 

 

 

 

Thread size：G （ PF）

Product material：C.F parts are made of high quality zinc 

alloy, E using butyl rubber (NBR) is made, D is made of tin 

die-casting.

Product color：Metallic color （silver white）

Working temperature：-40℃-100℃ Short-term up to 

120℃.

Product features： 1. No tools needed to connect.    

2. In addition to the following standard specifications, 

according to the requirements of any change in the size 

and the size of the thread.

Supporting metal hose Thick steel pipe Thin steel pipe

PM Hose Common
Name

English
Name

Outside
diameter

Wall
thickness

Outside
diameter

Wall
thickness

BM Hose Metric
Thread

specification
Item NO.

Unit: mmTechnical Specification
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Metal Flexible Conduits & Connectors

90°Metal Conduit 
Connector

Compliant6 8

 

 

 

 

 

Product material：A.C.F parts are made of high quality steel, 

B.E is made of rubber (NBR), D is made of tin die-casting.

Product color：metallic color （silver white）

Working temperature：-40℃-100℃ Short-term up to 

120℃.

Product characteristics：1 combined with the box into a 90 

degree angle, thickening type zinc alloy galvanized or hard 

chromium plating, beautiful appearance, close structure, high 

strength.

2. In addition to the following standard specifications, accord-

ing to the requirements of any change in the size and the size 

of the thread.

Supporting metal hose

PM Hose BM Hose Metric
Outside 
Diameter
O.D.D1

Thread
Length

L1
PackingThread

specificationItem NO.

Unit: mmTechnical Specification
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Supporting metal hose

PM Hose BM Hose Metric

Outside 
Diameter
O.D.D1

Thread
Length

L1

Thread
height

H
PackingThread

specification
Item NO.

Unit: mmTechnical Specification

45°Metal Conduit 
Connector

Compliant6 8

 

 

 

 

 

Product material：A.C.F parts are made of high quality 

steel, B.E is made of rubber (NBR), D is made of tin 

die-casting.

Product color：Metallic color (silver white)

Working temperature：-40℃~+100℃ Short-term up to 

+120℃.

Product characteristics： 1 combined with the box into a 

45 degree angle, thickening type zinc alloy galvanized or 

hard chromium plating, beautiful appearance, close 

structure, high strength.

2.In addition to the following standard specifications, 

according to the requirements of any change in the size 

and the size of the thread.
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Metal Flexible Conduits & Connectors

Metal Cable Conduit 
Gland

Compliant6 8

 

 

 

 

 

Thread specifications： Metric Thread (M/EN50262), PG 

Thread, G (PF) Thread.

Product Material：External metal can be customized stainless 

steel, brass, aluminum, zinc alloy material; inner core for rubber 

PA6, jacket for brass, sealing sleeve for elastomer PTEE.

Protection level：IP65

Working temperature：

Static: -40℃-100℃ Short-term up to +120℃ 

Dynamic:-20℃-80℃ Short-term up to +100℃ 

Product Description：Supporting the locking type cable 

connector, anti loose wires, in the latch body.Special design, 

handling just plug without tools, greatly reducing the installation 

timeBetween the large tensile strength of the clamping cable, 

the product is resistant to acid and alkali, resistant toChemical 

substances and the general solvent, such as corrosion resis-

tance, waterproof, dust all orientation of product size can be 

widely used in various fields of the outlet hole.

Item No. 
Thread 

Diameter
D1  mm

Thread
Length
C2  mm

Pcs
Spanner 
Diameter 

A & F 
Thread Size 

Bayonet
range
mm

Hose
Diameter
    (inner)

Unit: mmTechnical Specification

Metric Standard

50M

M16*1.5

M16*1.5

M18*1.5

M20*1.5

M22*1.5

M24*1.5

M25*1.5

M27*1.5

RG8-M1 6/8

RG10-M16/8

RG10-M18/10

RG12-M20/12

RG14-M22/15

RG14-M24/15

RG16-M25/15

RG18-M27/20

4 ~ 8

6 ~ 10

5 ~ 10

6 ~ 12

8 ~ 14

8 ~ 14

10 ~ 16

13 ~ 18

16

16

18

20

22

24

25

27

6

6

6

7

7

7

7

8

22

22

24

26

30

30

30

36

φ8

φ8

φ10

φ12

φ15

φ15

φ15

φ20
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Item No. 
Thread 

Diameter
D1  mm

Thread
Length
C2  mm

Pcs
Spanner 
Diameter 

A & F 
Thread Size 

Bayonet
range
mm

Hose
Diameter
    (inner)

Unit: mmTechnical Specification

Metric Standard

Moral standards

20

20

50

10

10

M

PG

M30*1.5

M32*1.5

M36*1.5

M40*1.5

M50*1.5

RG18-M3020

RG22-M32/20

RG25-M36/25

RG30-M40/32

RG38-M50/38

13 ~ 18

15 ~ 22

18 ~ 25

21 ~ 30

30 ~ 38

30

32

36

40

50

8

8

8

9

9

36

36

43

52

60

φ20

φ20

φ25

φ32

φ38

PG9

PG11

PG13.5

PG16

PG21

PG29

PG36

PG42

RG8-PG9/8

RG10-PG11/10

RG12-PG13.5/12

RG14-PG16/15

RG18-PG21/20

RG25-PG29/25

RG32-PG36/32

RG38-PG42/38

4 ~ 8

5 ~ 10

6 ~ 12

8 ~ 14

13 ~ 18

18 ~ 25

22 ~ 32

30 ~ 38

15.2

18.6

20.4

22.5

28.3

37

47

59.3

6

6

7

7

8

8

9

9

22

24

26

30

36

43

52

60

φ8

φ10

φ12

φ15

φ20

φ25

φ32

φ38

Metal Cable Conduit 
Gland

Compliant6 8
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Metal Flexible Conduits & Connectors

Metal Plastic Corrugated 
Conduit Connector

Compliant6 8

 

 

 

 

 

Thread size： Metric thread, PG thread, G(PF) thread and NPT 

thread.

Product Description：Supporting lock tight type cable 

connector, anti loose wires, in the latch body special design, 

loading and unloading only need to plug without tools, greatly 

reducing the installation.The clamping cable has large scale, 

strong anti tensile strength, and the product is resistant to acid 

and alkali resistance, chemical resistance and general solvent, 

etc., and can be waterproof and dust proof. Full range of prod-

uct size can be widely used in various fields of outlet.

Protection level：The provisions of the bayonet range, and 

use the O shaped sealing ring and screw tight tight head, up to 

IP67

Color：A.C.F.G parts for metal color, D is white, B.E is black.

Product Material：External metal can be customized stainless 

steel, brass, aluminum alloy, zinc alloy material; internal core for 

rubber PA6, jacket for brass, sealing jacket for elastomer PTEE.

Working temperature：-40℃~+100℃ Short-term up to 

+120℃ (product specification, ROHS declaration can request 

after purchase products).

Item No. Pipe
Thread 

Diameter
D1  mm

Thread 
Diameter
L1  mm

Pcs
Spanner 
Diameter 

A & F 
Thread Size 

Cable outside
diameter

φmm

Unit: mmTechnical Specification

Metric Standard

50

20

M

M12*1.5

M14*1.5

M16*1.5

M18*1.5

M20*1.5

M20*1.5

M20*1.5

M22*1.5

M24*1.5

M25*1.5

M25*1.5

M27*2

M30*2

M32*1.5

M33*2

M36*2

LG6-M12/AD10.0

LG6-M14/AD10.0

LG8-M1 6/AD13.0

LG10-M18/AD15.8

LG12-M20/AD15.8

| LG12-M20/AD18.5

LG12-M20/AD21.2

LG14-M22/AD21.2

LG14-M24/AD21.2

LG14-M25/AD21.2

LG14-M25/AD28.5

LG18-M27/AD28.5

LG18-M30/AD34.5

LG22-M32/AD34.5

LG22-M33/AD34.5

LG25-M36/AD34.5

3 ~ 6

3 ~ 6

4 ~ 8

6 ~ 10

8 ~ 12

8 ~ 12

8 ~ 12

11 ~ 14

11 ~ 14

11 ~ 14

11 ~ 14

13 ~ 18

13 ~ 18

15 ~ 22

15 ~ 22

18 ~ 25

12

14

16

18

20

20

20

22

24

25

25

27

30

32

33

36

6

6

7

8

8

8

8

9

10

10

10

11

11

11

11

11

16

16

18

20

22

22

22

24

27

28

28

30

32

36

36

42

AD10.0

AD10.0

AD13.0

AD15.8

AD15.8

AD18.5

AD21.2

AD21.2

AD21.2

AD21.2

AD28.5

AD28.5

AD34.5

AD34.5

AD34.5

AD34.5
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Metal Plastic Corrugated 
Conduit Connector

Compliant6 8

Item No. Pipe
Thread 

Diameter
D1  mm

Thread 
Diameter
L1  mm

Pcs
Spanner 
Diameter 

A & F 
Thread Size 

Cable outside
diameter

φmm

Unit: mmTechnical Specification

Metric Standard

20

10

50

50

50

20

20

20

10

10

10

M

PG

18 ~ 25

26 ~ 32

37 ~ 44

3 ~ 6

4 ~ 8

6 ~ 10

8 ~ 12

8 ~ 12

8 ~ 12

10 ~ 14

13 ~ 18

18 ~ 25

26 ~ 32

37 ~ 44

3 ~ 6

4 ~ 8

8 ~ 12

8 ~ 12

8 ~ 12

13 ~ 18

15 ~ 22

22 ~ 28

26 ~ 32

37 ~ 44

4 ~ 8

8 ~ 12

8 ~ 12

8 ~ 12

13 ~ 18

13 ~ 18

15 ~ 22

40

50

63

12.5

15.2

18.6

20.4 

20.4

20.4

22.5

28.3

37

47

59.3

6

7

8

8

8

11

11

12

13

14

7

8

8

8

11

11

11

12

13

14

6

7

8

8

8

8

9

11

11

13

14

16

18

22

22

22

30

36

48

52

64

18

22

22

22

30

30

36

45

56

70

16

16

20

22

22

22

24

30

42

52

64

16

18

22

22

22

30

36

48

52

64

18

22

22

22

30

30

36

AD42.5

AD54.5

AD54.5

AD10.0

AD13.0

AD15.8

AD15.8

AD18.5

AD21.2

AD21.2 

AD28.5

AD34.5

AD42.5

AD54.5

AD10.0 

AD13.0 

AD15.8

AD18.5

AD21.2

AD21.2 

AD28.5

AD34.5

AD42.5

AD54.5

AD13.0

AD15.8

AD18.5

AD21.2

AD21.2

AD28.5

AD34.5

G
(PF)

NPT

Moral Standards

M40*1.5

M50*1.5

M63*1.5

PG7

PG9

PG11

PG13.5

PG13.5

PG13.5

PG16

PG21

PG29

PG36

PG48

G 1/4"

G 3/8"

G 1/2"

G 1/2"

G 1/2"

G 3/4"

G 1"

G 1/1/4"

G 1/1/2"

G 2"

NPT 3/8" 

NPT 1/2"

NPT 1/2"

NPT 1/2"

NPT 3/4"

NPT 3/4"

NPT1"

L G25-M40/AD42.5

LG32-M50/AD54.5

LG44-M63/AD54.5

LG6- PG7/AD10.0

LG8-PG9/AD13.0

LG10-PG11- AD15.8

LG12-PG13.5/AD15.8

LG12-PG13.5/AD18.5

LG12-PG13.5/21.2 

LG14-PG16/21.2

LG1 8-PG21/AD28.5

LG25-PG29/AD34.5

LG32-PG36/AD42.5

LG44-PG48/AD54.5

LG6-G1/4/AD10.0

LG8-G3/8/AD13.0

LG12-G1/2/15.8

LG12-G1/2/18.5

LG12-G1/2/AD21.2

LG18-G3/4/AD21.2

LG22-G1/AD28.5

LG28-G1/1/4/AD34.5

LG32-G1/1/2/AD42.5

LG44-G2/AD54.5

LG8-NPT3/8/AD13.0

LG12-NPT1/2/AD15.8

LG12-NPT1/2/AD18.5

LG12-NPT1/2/AD21.2

LG18-NPT3/4/AD21.2

LG18-NPT3/4/AD28.5

LG22-NPT1/AD34.5

British Standard

American Standard
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Double Compression 
Armored Cable Gland

 

 

 

 

 

Thread size： Metric thread, PG thread, G(PF) thread and NPT 

thread.

Product Material：Brass Nickel plated/stainless steel.

Product Color：Metallic.

Safety Requirements：En 60079-0:2012 + A11:2013, EN 

60079-7:2015.

Protection level： IP68

Product Characteristics：Armoured cable gland are widely 

used for fixing and protecting wires and cables of mechanical 

equipment, Marine Electric and anticorrosion equipment. The 

main function is to make the line smooth, make the cable keep 

sealed, and ensure the insulation level of the cable joint, so that 

its safe and reliable operation. Prevent Dangerous Gases from 

entering the instrument panel or junction box to prevent explo-

sion. The inner structure Adopts all-silica Gel design, the cable 

clamping range, tensile strength, waterproof, dustproof, salt, 

acid and alkali resistance, alcohol, oil and general solvent.

Item No. 
Cable Diameter mm

Max Inside Outside

M16

M25
M32
M40
M50
M63

NPT 3/4
NPT 1

NPT 1-1/4
NPT 1-1/2

NPT 2

G 3/4
G 1

G 1-1/4
G 1-1/2

G 2

KZ-M16-13
KZ-M20-16
KZ-M20-21
KZ-M25-28
KZ-M32-34
KZ-M40-41
KZ-M50-51
KZ-M63-63

KZ-NPT 1/2-16
KZ-NPT 1/2-21
KZ-NPT 3/4-28
KZ-NPT 1-34

KZ-NPT 1-1/4-41
KZ-NPT 1-1/2-51

KZ-NPT 2-63
KZ-G 1/2-16
KZ-G 1/2-21
KZ-G 3/4-28
KZ-G 1-34

KZ-G 1-1/4-41
KZ-G 1-1/2-51

KZ-G 2-63

8～12
8～12

10.5～15
12～21

19～28.5
22～28.5
24～44

22.5～51
8～12

10.5～15
12～21

19～28.5
22～28.5
24～44

22.5～51
8～12

10.5～15
12～21

19～28.5
22～28.5
24～44

22.5～51

8～13
8～16

11～21
10.5～26.5

18～34
22～41
32～51
36～63
8～16

11～21
10.5～26.5

18～34
22～41
32～51
36～63
8～16

11～21
10.5～26.5

18～34
22～41
32～51
36～63

16
16
16
16
16
16
16
19
16
16
16
16
16
16
19
16
16
16
16
16
16
19

22/27
27/27
27/32
30/36
36/45
45/58
54/68
68/81

27
32
36
45
58
68
81

24/27
24/32
32/36
41/45
50/58
60/68
68/81

16.5
20.5
20.5
25.5
32.5
40.5
50.5
63.5
22
22
27
34

42.5
49
61
22
22
27
34

42.5
49
61

M

G

N
P
T

Opening
Size

Thread
Length

（mm）
Thread Size 

M20

NPT 1/2

G 1/2

Spanner 
Diameter 

A & F 

Unit: mmTechnical Specification

NEW



M20
M25
M32
M40
M50
M63

NPT 1/2
NPT 3/4
NPT 1

NPT 1-1/4
NPT 1-1/2

NPT 2
G 1/2
G 3/4
G 1

G 1-1/4
G 1-1/2

G 2

D-KZ-M20-16
D-KZ-M25-21
D-KZ-M32-28
D-KZ-M40-34
D-KZ-M50-41
D-KZ-M63-51

D-KZ-NPT 1/2-16
D-KZ-NPT 3/4-21
D-KZ-NPT 1-28

D-KZ-NPT 1-1/4-34
D-KZ-NPT 1-1/2-41

D-KZ-NPT 2-51
D-KZ-G 1/2-16
D-KZ-G 3/4-21
D-KZ-G 1-28

D-KZ-G 1-1/4-34
D-KZ-G 1-1/2-41

D-KZ-G 2-51

10.5
15
20
30

35.5
45.5
10.5
15
20
30

35.5
45.5
10.5
15
20
30

35.5
45.5

8～16
11～21

10.5～26.5
18～34
22～41
22～41
8～16

11～21
10.5～26.5

18～34
22～41
22～41
8～16

11～21
10.5～26.5

18～34
22～41
22～41

15
16
17
20
20

21.5
15
16
17
20
20

21.5
15
16
17
20
20

21.5

24/24
30/30
36/38
45/45
54/54
68/68

24
30
38
45
54
68

24/24
30/30
36/38
45/45
54/54
68/68

20.5
25.5
32.5
40.5
50.5
63.5
22
27
34

42.5
49
61
22
27
34

42.5
49
61

M

G

N
P
T
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Thread size： Metric thread, PG thread, G(PF) thread and NPT 

thread.

Product Material：Brass Nickel plated/stainless steel.

Product Color：Metallic.

Safety Requirements：En 60079-0:2012 + A11:2013, EN 

60079-7:2015.

Protection level： IP67

Product Characteristics：Armoured cable gland are widely 

used for fixing and protecting wires and cables of mechanical 

equipment, Marine Electric and anticorrosion equipment. The 

main function is to make the line smooth, make the cable keep 

sealed, and ensure the insulation level of the cable joint, so that 

its safe and reliable operation. Prevent Dangerous Gases from 

entering the instrument panel or junction box to prevent explo-

sion. The inner structure Adopts all-silica Gel design, the cable 

clamping range, tensile strength, waterproof, dustproof, salt, 

acid and alkali resistance, alcohol, oil and general solvent.

Item No. 
Cable Diameter mm

Max Inside Outside
Opening

Size

Thread
Length

（mm）
Thread Size 

Spanner 
Diameter 

A & F 

Unit: mmTechnical Specification

NEW
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Working Temperature：-40℃ ~ +110℃ Short-term up to 

+120℃.

Protection：Within the specified bayonet area, seal is IP65.

Product certification：the European REACH, the European 

CE certification.

Material：A.B.C parts are made of brass nickel plated nickel, 

B.E part of the use of rubber.Other materials can be customized.

Color：Metallic color.

Unit: mmTechnical Specification

TJ Stuffing Box

M68X3

Specification type  Cable Outside 
Diameter 

Thread diameter
C1 mm

Thread Length
C2 mm

Packing
pcs

Thread
Specification

Compliant6 8
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